SPERRE A.S
Merdeveien 2 F
3676 Notodden
Norway

SUB-fighter 7500

The equipment does manage rough
conditions

Dynamic Positioning, DP available
Operate continuously with a minimum of
servicing

Quick and easy mobilisation

Extremely good power and stability
Prepared for future technical
requirements

Made in Norway

SPECIFICATION SUB-fighter 7500 ROV
STANDARD OUTFIT

Vehicle : LWH 140x81x 77 cm.
Frame: Aluminium
Housings: 2 x electronic
Weigh: 345 kg. Approx.
Payload : 20 kg. (app., basis ROV)
Max. depth: 700 m. Other depth, option
Buoyancy: Solid cell structure
Power input: 230 Vac, 1 phase, 6-10 kW.
Thrusters: 5 thrusters, 2 Hp,
pressure compensated,
Electronic resetable
overcurrent protection for
thrusters
Speed: Horizontal 2,8 knot
Vertical 1.2 knot
Lateral 1.3 knot

Turn rate 60 deg/sec.

Camera:

Viewing P/T:

Light:

Sensors:

Other:

[llustration Photo

Standard camera
colour LL. CCD,
460 TV lines, 0.1 lux.

Optional: Zoom camera
480 lines,1 lux

3CCD camera

HD-SDI Camera

Still camera 8Mbit

P/T -2000,
Pan angle 0-90 degrees
Tilt angle 0-120 degrees

2 x 250W halogen light

4 channel light dimmer
Option lights

2 - 4 x 250W halogen

HMI, gas light, 2 x 200/400W

100 bar depth sensor
fluxgate compass
leakage detectors

AD, Auto depth, std.

AH, Auto heading, std.
Options:

AA, Auto altitude,
DP,Dynamic Positioning, DP
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Complete system

SURFACE EQUIPMENT

Power control:

Height 34 cm.
Width 37 cm.
Length 57 cm.
Weight 39 kg.

Splash proof aluminium cabinet

Power input of 220 V 50 HZ. 1 phase, 9 kW.
Transformer 220 V to 990 V AC.

Digital instruments for, Volts, Amps and HZ.
Fuses and ground fault system

Connections for umbilical.

Surface viewing:

Height 64 cm
Width 54 cm.
Length 60 cm.

@ Splash proof 19" rack with PC and 15"
highres. monitor.

Q@ Vigra Option overlay system and data
presentations. Depth, date, time, heading,
twist counter, video grabber and screen
writer.

@ Fibre optic telemetry system, option

Control console:

Height 40 cm

Width 21 cm.

Length 43 cm.

ROV pilot control console with two XY
joysticks for thruster control.

Single Joystick control available
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